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A = Ventilstellung im Auslieferungszustand

A

A = Valve position in as-delivered state

open

closed

A = Position de la valve lors de la livraison
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316Ti

DA63M-TB2BHH

DA63M-TB2DHH

40 Nm

(30 lb ft)

DA63M-TB2BF / DA63M-TB3BF

DA63M-TB2BG / DA63M-TB3BG

DA63M-TB2DF / DA63M-TB2DG

PTFE: 3 x

Graphite: 1.5 x

www.addresses.endress.com

DA63M-A...

DA63M-B...

DA63M-C...

DA63M-D...

PTFE/FKM:

73 Nm

(54 lb ft)

Graphite:

60 Nm

(44 lb ft)

PTFE/

/FKM

Graphite

dP Transmitter

dP transmitter

dP transmetteur

Ventilblock

Manifold

Bloc de valve

A = <0.2 mm

( . inch)<0 01

A = Ventilblock mit PTFE-Dichtung:

Installation gemäß IEC 61518

A = Manifold with PTFE seal:

installation according to IEC 61518

A = Bloc de valve avec joint PTFE :

installation conforme à la norme CEI 61518

HINWEIS

NOTICE

AVIS

PTFE:

90 Nm

(66 lbf ft)

Graphite:

60 Nm

(44 lb ft)




