
Certificate of Compliance
Certificate: 1569421 Master Contract: 225996

Project: 80264432 Date Issued: 2025-11-06

Issued to: Endress+Hauser Optical
Analysis Inc.
11027 Arrow Route
Rancho Cucamonga,
California 91730
United States

Attention: Paulo Silva

Issued by: Amandeep Khatra
Amandeep Khatra

The products listed below are eligible to bear the CSA Mark shown with adjacent
indicators 'C' and 'US' for Canada and US or with adjacent indicator 'US' for US

only or without either indicator for Canada only.

PRODUCTS

Class 2258 02 PROCESS CONTROL EQUIPMENT - For Hazardous Locations
Class 2258 82 PROCESS CONTROL EQUIPMENT - For Hazardous Locations - Certified to US Standards

Model(s)

SS2000, SS500, SS3000, SS500e, SS2000e, SS3000e

PART A:
Class I, Division 2, Groups A, B, C and D;
 
Moisture and Carbon Dioxide monitors for Natural Gas - Models SS2000 (Single Head), SS500 (Single Head) and SS3000 (Dual Head).
Rated at 100-240Vac, 50/60Hz, 20W (max).  May also be used with alternate DC power supplies rated at 9-16Vdc or 18-32Vdc. 
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Temperature Code T3C. For use in an ambient range of -20°C to 50°C.
 
PART B:
Class I, Division 2, Groups B, C and D; Type 4X
 
Models: SS500e        Single Analyzer System
             SS2000e      Single Analyzer System
             SS3000e      Dual Analyzer System
 
Input Ratings: 100-240Vac, 50/60Hz, 20W max; 18-24VDC, 20W max.
Sample System Input ratings: 100 – 240Vac, 50/60Hz, 100W
 
Temperature Code T3. For use with heaters SpectraSensors P/N 5300002017, P/N 5300002018, P/N 5300002015 and P/N 5300002016.
Tamb -20˚C to +60˚C
 
Temperature Code T3C without heaters. Tamb -20˚C to +60˚C
 
Conditions of Acceptability:

1. To maintain environment rating of E-Series Analyzer enclosure conduit fittings/cable entry devices must be suitably rated for Type
4X.

APPLICABLE REQUIREMENTS

CSA C22.2 No. 94.2:15 - Second Edition - Enclosures for electrical equipment, environmental considerations

CAN/CSA C22.2 No. 61010-1-12 - Safety requirements for electrical equipment for measurement, control, and laboratory use — Part
1: General requirements

CAN/CSA-C22.2 No. 213-17 + UPD 1 (2018) + UPD 2 (2019) + UPD 3 (2021) (R2022) - Non-incendive Electrical Equipment for
Use in Class I and II, Division 2 and Class III, Divisions 1 and 2 Hazardous (Classified) Locations

UL 50E:2015 - Second Edition - UL Standard for Safety Enclosures for Electrical Equipment, Environmental Considerations

ANSI/UL 121201:2017 - Ninth Edition - Including Revisions Through April 1, 2021 - UL Standard for Safety Nonincendive Electrical
Equipment for Use in Class I and II, Division 2 and Class III, Divisions 1 and 2 Hazardous (Classified) Locations

UL 61010-1, 3rd Edition (May 11, 2012) - UL Standard for Safety Electrical Equipment For Measurement, Control, and Laboratory
Use; Part 1: General Requirements
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Notes:

Products certified under Class(es) C225802, C225882 have been certified under CSA’s ISO/IEC 17065
accreditation with the Standards Council of Canada (SCC). www.scc.ca 
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