
Applications

The Field Xpert SMT50B industrial tablet is a powerful
solution for commissioning and maintaining field devices in
non-hazardous areas. Thanks to its handy size and robust
nature, device configuration is quick and easy. Mobile service
technicians also benefit from the convenience of the largest
device driver library throughout the market.

Once you have established a WLAN or modem connection to
the field device, the user can start the configuration
immediately with minimum effort.

The Field Xpert therefore increases efficiency, saves time and
costs while safeguarding plant reliability.

Your benefits

• Fast and reliable tablet for easy device configuration thanks
to high-performance technology.

• All-in-one tool: Field Xpert SMT50B configures all kinds of
field devices thanks to its library with over 4000 device
drivers and supports all common protocols – including
wireless connections such as secure Bluetooth.

• Suitable for use in harsh, safe environments thanks to the
anti-reflective touch display and robust design (IP66).
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• Installed Windows operating system for direct access to the
usual working environment.

• Connecting directly to Netilion, Endress+Hauser's IIoT
ecosystem, enables access to data, files to be exchanged with
the team, and documents to be stored to ensure compliance.

• Developed for mobile workflows: Handy size and weight (1
kg, 10.1 inch screen), practical accessories (keyboard,
magnetic holder, etc.) and a double hot swap battery provide
all-day productivity without interruptions.
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About this document

Symbols Safety symbols

DANGER

This symbol alerts you to a dangerous situation. Failure to avoid this situation will result in serious or
fatal injury.

WARNING

This symbol alerts you to a potentially dangerous situation. Failure to avoid this situation can result
in serious or fatal injury.

CAUTION

This symbol alerts you to a potentially dangerous situation. Failure to avoid this situation can result
in minor or medium injury.
NOTICE

This symbol alerts you to a potentially harmful situation. Failure to avoid this situation can result in
damage to the product or something in its vicinity.

Symbols for certain types of information

Symbol Meaning

Permitted
Procedures, processes or actions that are permitted.

Preferred
Procedures, processes or actions that are preferred.

Forbidden
Procedures, processes or actions that are forbidden.

Tip
Indicates additional information.

Reference to documentation

A Reference to page

Reference to graphic

Visual inspection
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Function and system design

Function The Field Xpert SMT tablet for universal device configuration supports a variety of protocols, the
Endress+Hauser service protocols, and connection to Endress+Hauser Bluetooth field devices and
Endress+Hauser WLAN field devices. You can connect the field devices directly via a suitable
interface, such as a modem (point-to-point), a bus system (point-to-bus) or a wireless connection
(WLAN/Bluetooth).

The Field Xpert software package is fast, easy and intuitive to use.

The Field Xpert device library already has several thousand pre-installed device and communication
drivers. They can be used to operate practically all HART and FOUNDATION Fieldbus devices
(FieldComm Group libraries). Furthermore all Endress+Hauser field device drivers are installed. The
generic HART DTM and PROFIBUS profile DTMs also enable operation of all the important basic
functionalities of the relevant field devices.

In addition, the tablet PC features the FDI Package Manager for the installation of FDIs and the IODD
DTM Configurator for installing IODDs. You can install new device drivers (DTMs, FDIs and IODDs)
on the Field tablet PC at any time.

Library Inventory
Value

Health

Analytics

Netilion
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 1 Field Xpert SMT50B applications

Overview of supported
protocols and interfaces

Supported field devices and protocols
Endress+Hauser field devices and 3rd-party field devices
• HART
• PROFIBUS DP/PA
• PROFINET
• FOUNDATION Fieldbus
• Modbus
• IO-Link
• Bluetooth: Endress+Hauser field devices with Bluetooth function
• WLAN: Endress+Hauser WLAN field devices
Supported Endress+Hauser service protocols
• CDI
• IPC
• ISS
• PCP
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Protocol Interface (interface, modem, gateway)

HART • Commubox FXA195
• Viator Bluetooth IS modem
• Viator USB modem with PowerXpress
• FieldPort SFP50
• Fieldgate SFG250
• Memograph RSG45
• Tank Scanner NXA820
• FieldGate SWG50
• Fieldgate SWG70

PROFIBUS • Softing PROFIusb
• Softing PBpro USB
• FieldPort SFP50 with PROFIBUS license
• Fieldgate SFG500

PROFINET PROFINET Comm DTM

FOUNDATION Fieldbus • NI USB
• FieldPort SFP50 with FOUNDATION Fieldbus

license
• Softing FFusb

Modbus Modbus serial

IO-Link FieldPort SFP20

Endress+Hauser service interfaces • Commubox FXA291 CDI
• Commubox FXA291 IPC, ISS, PCP
• Commubox FXA193 IPC, ISS
• TXU10 V2 CDI
• TXU10 V2 PCP
• TXU10 V1 PCP, CDI
• CDI USB
• CDI TCP/IP

Bluetooth Endress+Hauser field devices with Bluetooth function

WLAN Endress+Hauser WLAN field devices
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Application examples HART point-to-point connection via USB/HART modem FXA195

You can use the Endress+Hauser USB/HART modem FXA195 to establish a connection automatically
from the tablet PC to a HART field device.

1 2 3

  A0056992

 2 Point-to-point connection with a HART field device

1 Field Xpert SMT50B tablet
2 USB/HART modem Commubox FXA195
3 HART field device

To establish communication with the HART field device, a resistor of at least 250 Ω must be
provided in the circuit. The integration of the resistor depends on the system architecture and
the power supply used.

For detailed information: Documentation for USB/HART modem Commubox FXA195

Connecting via WLAN or Bluetooth

You can connect the tablet PC to a WLAN or Bluetooth-enabled Endress+Hauser field device via a
WLAN or Bluetooth.

1 2 3

  A0056991

 3 Connecting via WLAN or Bluetooth

1 Field Xpert SMT50B tablet
2 WLAN or Bluetooth
3 Endress+Hauser field device
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HART point-to-point communication via FieldPort SFP50

1 2

4

5

3

–
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 4 Point-to-point connection via FieldPort SFP50

1 Transmitter power supply unit
2 Load resistance 250 to 1 100 Ω
3 HART field device
4 Field Xpert SMT50B tablet
5 FieldPort SFP50

CDI point-to-point connection via Commubox FXA291

You can connect the tablet PC automatically to an Endress+Hauser field device with CDI interface via
the Endress+Hauser Commubox FXA291.

For detailed information, see Commubox FXA291 documentation

1 2 3
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 5 CDI point-to-point connection with a field device

1 Field Xpert SMT50B tablet
2 Commubox FXA291 for CDI interface
3 Field device with CDI interface

PROFIBUS point-to-bus connection

You can establish a connection from the tablet PC to a PROFIBUS PA field device using a wizard by
means of the Endress+Hauser Fieldgate SFG500. The connection from PROFIBUS DP to
PROFIBUS PA is established via a segment coupler such as Siemens DP/PA link or Pepperl+Fuchs
SK3.
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 6 PROFIBUS point-to-bus connection via Fieldgate SFG500

1 Field Xpert SMT50B tablet
2 Ethernet
3 Fieldgate SFG500
4 PROFIBUS DP
5 Segment coupler
6 PROFIBUS PA

Communication and data
processing

Connections
1x RJ45 Ethernet port
Expansion slots
1x microSD card
USB
• 2x USB 3.2 Gen 1
• 1x USB 3.2 Gen 1
Bluetooth
Bluetooth® 5.4 wireless card
Wireless + GPS
• Intel® Wi-Fi 7 BE201, 2x2, 802.11be
• (Optional) 5G Qualcomm® Snapdragon™ X72 Global 5G Modem (DW5934e), eSIM
• Airoha GNSS L1 (1575.42 MHz)
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Power supply

Battery Replaceable 2-cell battery, 18 Wh, lithium ion polymer battery, ExpressCharge™-capable during
ongoing operation

Performance characteristics

Hardware CPU
Intel Core Ultra 5 236 V vPro Enterprise
Working memory
16 GB, LPDDR5x
Memory
512 GB, SSD, TLC
Screen
• Screen size: 10.1" (25.6 cm)
• Resolution: 1920 × 1200
• Touchscreen (anti-glare, Corning® Gorilla® Glass 5)
Keys
• Two program buttons P1 and P2, can be configured
• On/off button
Audio
Stereo speaker with Realtek ALC3204-GC audio controller (5 Watt)
Camera
• 8 MP camera at the front
• 11 MP camera at the back

Software SMT50B Field Xpert tablet operating system
Windows 11 IoT Enterprise 2024 LTSC
Field Xpert software
Touch-enabled device configuration software developed for tablet PC

 7 Start screen with one-click automatic button
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 8 Protocol selection for manual selection of connection

 9 Example: Device configuration
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Environment

Ambient temperature range –26 to 63 °C (–20 to 145 °F)

Storage temperature –51 to 71 °C (–60 to 160 °F)

Relative humidity 10 to 95 %

Degree of protection IP66

Vibration resistance MIL-STD-810H

Impact resistance MIL-STD-810H

Electromagnetic
interferences

MIL-STD-461G
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Mechanical construction

Design, dimensions Standard version: 262.5 mm ⋅ 188 mm ⋅ 25.4 mm (10.34 in x 7.4 in x 1.0 in)
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 10 Field Xpert SMT50B. Unit of measurement mm (in)

Weight 1.04 kg (2.29 lb)

Operability

Operation concept The Field Xpert software provides three different methods to establish a connection to the field
device. The version that is possible depends on the protocol, the interface (modem/gateway) and the
field device.

• Automatic: Connection to the interface (modem)/field device is established automatically.
• Wizard: You establish a connection to the interface (modem/gateway) and the field device step by

step.
• Wireless: Select this option if you wish to establish a connection to an Endress+Hauser Bluetooth

or WLAN field device.

Languages Field Xpert software
Languages for selection: AR, CS, DE, ES, FI, FR, ID, IT, JA, KO, NL, PL, PT, RU, EN, SV, TH, TR, VI, ZH
Driver interface for field devices
Depends on the field device
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Certificates and approvals
Current certificates and approvals for the product are available at www.endress.com on the relevant
product page:

1. Select the product using the filters and search field.
2. Open the product page.
3. Select Downloads.

Ordering information
Detailed ordering information is available from your nearest sales organization
www.addresses.endress.com or in the Product Configurator at www.endress.com:

1. Select the product using the filters and search field.
2. Open the product page.
3. Select Configuration.

Product Configurator - the tool for individual product configuration
• Up-to-the-minute configuration data
• Depending on the device: direct input of information specific to the measuring point, such as

the measuring range or operating language
• Automatic verification of exclusion criteria
• Automatic creation of the order code and its breakdown in PDF or Excel output format
• Ability to order directly in the Endress+Hauser Online Shop

Scope of delivery The scope of delivery comprises:
• Field Xpert tablet without handle
• AC charger (100 to 240 VAC, 1.5 A, 50 to 60 Hz) with connecting cable EU, US, UK, CH, IT, ZA, AU
• Software and interfaces/modem as per order

Documentation
For an overview of the scope of the associated Technical Documentation, refer to the following:
• Device Viewer (www.endress.com/deviceviewer): Enter the serial number from the

nameplate
• Endress+Hauser Operations app: Enter serial number from nameplate or scan matrix code on

nameplate.

Standard Documentation Field Xpert SMT50B
• Innovation brochure IN01469S
• Technical Information TI01877S
• Operating Instructions BA02584S

Registered trademarks
Windows 11 IoT Enterprise® is a registered trademark of Microsoft Corporation, Redmond,
Washington, USA.

DellTM is a registered trademark of Dell Inc., Round Rock, Texas USA.

Intel® CoreTM is a registered trademark of Intel Corporation, Santa Clara, USA.

FOUNDATIONTM Fieldbus is the trademark of the FieldComm Group, Austin, TX 78759, USA.

HART®, WirelessHART® is the registered trademark of the FieldComm Group, Austin, TX 78759,
USA.

PROFIBUS® is a registered trademark of the PROFIBUS User Organization, Karlsruhe/Germany.

https://www.endress.com/deviceviewer
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PROFINET® is a registered trademark of the PROFIBUS User Organization (PNO), Karlsruhe/
Germany.

Modbus is the registered trademark of Modicon, Incorporated.

IO-Link® is a registered trademark of the IO-Link Community c/o PROFIBUS User Organization.
(PNO) Karlsruhe/Germany - www.io-link.com

All other brand and product names are trademarks or registered trademarks of the companies and
organizations in question.
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