Liquipoint Certificate of Compliance EHEDG

Valid until end: December, 2018

CERTIFICATE OF COMPLIANCE

TYPE EL
CLASS I

ACTALIA hereby declares that the product

Liquipoint FTW 23 or OFTW 23 + with EHEDG accepted process connections and EPDM or FKM O-ring

from

Endress+Hauser GmbH + Co. KG, 79689 Maulburg, Germany

has been evaluated for compliance with the Hygienic Equipment Design Criteria of the EHEDG, by:

ACTALIA at Villers bocage France
and meets the criteria as demonstrated by:

Evaluation Report No. 003ACT2015

Signed ________________________________ Evaluation Officer
Dr Nicolas Rossi

Signed ________________________________ Head of Department
M. Bernard Picoche

Date of issue: 21 July 2015
Certificate No. ACTALIA -3/2015

ACTALIA, Villers bocage 14310- France

Endress+Hauser
People for Process Automation
Appendix 3

EHEDG CERTIFICATION - EQUIPMENT EVALUATION FORM
OFFICIAL ENGLISH VERSION

EQUIPMENT INTENDED FOR CLEANING WITH LIQUID WITHOUT DISMANTLING, TYPE EL CLASS I

Equipment:
- Name: Endress Hauser
- Type no.: FTW 23 or QFTW 23- point level detection
- Other essential identification: nuance, AISI 316L with G3/4 weld in adapter

Date: 21/07/2015
Number: ACTALIA -3/2015

Evaluated by:
- Name: Dr Nicolas Rossi
- EHEDG or EHEDG Authorized Organization: ACTALIA, Villers Bocage, France

Date: 09/10/2015, [Signature]

Approved by:
- Name: Mr Henrik Ebbe Fallesen
- EHEDG or EHEDG Authorized Organization: DTU, Lyngby, Denmark

Date, Signature: 09/10/2015, [Signature]

| 1. Results of Inspection for compliance with the EHEDG Hygienic Design Criteria. |
| Conclusion: | YES | MAYBE | NO |
| The equipment complies with the criteria. | YES | MAYBE | NO |
| The use of the EHEDG Certification Type EL CLASS I logo is justified: | YES | MAYBE | NO |

| 2. Only unavoidable reasons for non-compliance present. Evidence for compensation provided and convincing for Certification. |
| Conclusion: | YES | MAYBE | NO |
| The equipment complies with the criteria where possible. | YES | MAYBE | NO |
| The use of the EHEDG Certification Type EL CLASS I logo is justified: | YES | MAYBE | NO |

Signature: [Signature]

Date: 21/07/2015

Type EL CLASS I Certification:
- Yes
- No
Cross out as appropriate.

The original of this form will be kept together by the EHEDG or the EHEDG Authorized Organisation with the application, the inspection report, the evidence provided and any other relevant documentation, as listed on the back.
To be printed on the reverse side of the
EHEDG Certification - Equipment Evaluation Form

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>EHEDG / ACTALIA Certificate of Compliance</td>
</tr>
<tr>
<td>2</td>
<td>Contract to use the EHEDG Certification Logo for equipment</td>
</tr>
<tr>
<td>3</td>
<td>Appendix 1A: EHEDG authorized certification organizations</td>
</tr>
<tr>
<td>4</td>
<td>Appendix 1B: equipment intended for cleaning with liquids</td>
</tr>
<tr>
<td>5</td>
<td>Appendix 2: conditions for use of the EHEDG Certification Logo</td>
</tr>
<tr>
<td>6</td>
<td>Appendix 3: Equipment evaluation form</td>
</tr>
<tr>
<td>7</td>
<td>Evaluation report -003ACT2015 -of the design of the Liquipoint FTW23 or OFTW 23 with EHEDG accepted connections and EPDM or FKM O-ring</td>
</tr>
<tr>
<td>8</td>
<td>Drawings and technical detail of the liquipoint FTW23 Original stamped</td>
</tr>
<tr>
<td>9</td>
<td>Test report 003ACT2015 for the FTW 23 with EHEDG accepted connections and EPDM or FKM O-ring (registered 2015-1-SE)</td>
</tr>
</tbody>
</table>