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UK Type Examination Certificate CML 21UKEX21010X Issue 0 

United Kingdom Conformity Assessment 

1 Product or Protective System Intended for use in Potentially Explosive Atmospheres  
UKSI 2016:1107 (as amended) – Schedule 3A, Part 1 

2 Equipment Head-type temperature transmitter iTEMP,  
types TMT85, TMT84, OTMT85 and OTMT84 

3 Manufacturer Endress+Hauser Wetzer GmbH+Co. KG 

4 Address Obere Wank 1,87484 Nesselwang,Germany   

5 The equipment is specified in the description of this certificate and the documents to which it refers. 

6 Eurofins E&E CML Limited, Newport Business Park, New Port Road, Ellesmere Port, CH65 4LZ, 
United Kingdom, Approved Body Number 2503, in accordance with Regulation 43 of the Equipment 
and Protective Systems Intended for Use in Potentially Explosive Atmospheres Regulations 2016, 
UKSI 2016:1107 (as amended), certifies that this equipment has been found to comply with the 
Essential Health and Safety Requirements relating to the design and construction of equipment 
intended for use in potentially explosive atmospheres given in Schedule 1 of the Regulations. 

The examination and test results are recorded in the confidential reports listed in Section 12. 

7 If an ‘X’ suffix appears after the certificate number, it indicates that the equipment is subject to 
specific conditions of use (affecting correct installation or safe use). These are specified in Section 
14. 

8 This UK Type Examination certificate relates only to the design and construction of the specified 
equipment. Further requirements of the Regulations apply to the manufacturing process and supply 
of the product. These are not covered by this certificate.  

9 Compliance with the Essential Health and Safety Requirements, with the exception of those listed 
in the confidential report, has been demonstrated through compliance with the following documents: 

 EN IEC 60079-0:2018 EN 60079-11:2012  

    

10 The equipment shall be marked with the following: 

 

Refer to attached certificate PTB 07 ATEX 2056 X, Issue 2 for specific marking of explosion 
protection symbols. 

 Refer to attached certificate PTB 07 ATEX 2056 X, Issue 2 for marked code and ambient 
temperature range. 
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  Issue 0 
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11 Description 

For product description refer to attached certificate PTB 07 ATEX 2056 X, Issue 2. 

12 Certificate history and evaluation reports 

 

Issue Date Associated report Notes 

0 09 Dec 2021 R14537R/00 

Issue of the prime certificate. 

PTB 07 ATEX 2056 X, Issue 2 is attached and 
shall be referred to in conjunction with this 
certificate. 

Note: Drawings that describe the equipment are listed or referred to in the Annex. 

13 Conditions of Manufacture 

For conditions of manufacture, refer to attached certificate PTB 07 ATEX 2056 X, Issue 2 .Any routine 

tests/verifications required by the ATEX certification shall be conducted. 

14 Specific Conditions of Use   

For specific conditions of use, refer to attached certificate PTB 07 ATEX 2056 X, Issue 2. 
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Certificate Annex 

Certificate Number CML 21UKEX21010X 

Equipment Head-type temperature transmitter iTEMP,  
types TMT85, TMT84, OTMT85 and OTMT84 

Manufacturer Endress+Hauser Wetzer GmbH+Co. KG 
 

This certificate shall only be copied 1 of 1                                                    

in its entirety and without change                                                               Version: 5.0  Approval: Approved 

www.CMLEx.com                                                                               
  

The following documents describe the equipment defined in this certificate: 

Issue 0 

For drawings describing the equipment, refer to attached certificate PTB 07 ATEX 2056 X. In addition 

to the drawings listed on PTB 07 ATEX 2056 X, the following drawings include the additional marking 

required for this UK Type Examination certification: 

Drawing No Sheets Rev Approved 
date 

Title 

10000012798 1 to 2 - 09 Dec 2021 Nameplate UKCA Transmitter units for 
Category 1 or 2. 
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PJB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

(1) EU-TYPE EXAMINATION CERTIFICATE 
(Translation) 

(2) Equipment or Protective Systems Intended for Use in 
Potentially Explosive Atmospheres - Directive 2014/34/EU 

(3) EU-Type Examination Certificate Number: 

(4) Product: 

(5) Manufacturer: 

(6) Address: 

PTB 07 A TEX 2056 X 
Head-type temperature transmitter iTEMP, 
types TMT85, TMT84, OTMT85 and OTMT84 

Endress + Hauser Wetzer GmbH + Co. KG 

Obere Wank 1, 87484 Nesselwang, Germany 

Issue: 2 

(7) This product and any acceptable variation thereto is specified in the schedule to this certificate and the 
documents therein referred to. 

(8) The Physikalisch-Technische Bundesanstalt, notified body No. 0102 in accordance with Article 17 of the 
Directive 2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, certifies that 
this product has been found to comply with the Essential Health and Safety Requirements relating to the 
design and construction of products intended for use in potentially explosive atmospheres, given in Annex 
II to the Directive. 

The examination and test results are recorded in the confidential Test Report PTB Ex 20-29111 . 

(9) Compliance with the Essential Health and Safety Requirements has been assured by compliance with : 

EN lEe 60079-0:2018 EN 60079-11 :2012 

(10) If the sign "X" is placed after the certificate number, it indicates that the product is subject to the Specific 
Conditions of Use specified in the schedule to this certificate. 

(11) This EU-Type Examination Certificate relates only to the design and construction of the specified product 
in accordance to the Directive 2014/34/EU. Further requirements of the Directive apply to the manufacturing 
process and supply of this product. These are not covered by this certificate. 

(12) The marking of the product shall include the following : 

(Q 111 G Ex ia IIC T6 ... T4 Ga or II 2 G Ex ia IIC T6 ... T4 Gb 

Braunschweig, June 12, 2020 
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EU-Type Examination Certificates without signature and official stamp shall not be valid . The certificates may be circulated 
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt. 

In case of dispute, the German text shall prevail. 
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(13) 

PJJlB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

SCHEDULE 
(14) EU-Type Examination Certificate Number PTB 07 ATEX 2056 X, Issue: 2 

(15) Description of Product 

The head-type temperature transmitters iTEMP, type TMT8x respectively type OTMT8x are two­
wire transmitters providing two measuring inputs. They transmit converted signals from resistance 
thermometers and thermocouples as well as resistance signals and signals in the mY-range using 
the FOUNDATION Fieldbus™ (TMT85) or PROFIBUS PA® (TMT84). The apparatus is supplied 
from the FOUNDATION Fieldbus™ H1-bus or the PROFIBUS PA®. 

The equipment is intended for the application inside the hazardous area. 

Optionally, the display, types TID10 and OTID10, certified by EU-Type Examination Certificate 
PTB 08 ATEX 2007 can be used. In this case, it is only used as category 2 equipment. 

For relationship between the temperature class, the equipment category and the permissible 
ranges of the ambient temperature, reference is made to the following table: 

Category 1 Category 2 
EPLGa EPLGb 

T6 -20°C ... 40 °C -40°C ... 55°C 
T5 -20°C .. . 50°C -40°C ... 70°C 
T4 -20°C ... 60°C -40°C ... 85°C 

Application as category-1-equipment (EPL Ga) 

For applications requiring category-1-equipment (EPL Ga) the process pressure of the media 
shall range from 0.8 to 1.1 bar. When deviating from these specified operating conditions at the 
sensor it is to be considered that the head-type temperature transmitter does not (not even in the 
event of fault) show a temperature rise higher than 20 K at the surface of the encapsulation and 
that the operating company is responsible for the safe operation of the system regarding the 
pressures/temperatures of the media used. 
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PJflB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

SCHEDULE TO EU-TYPE EXAMINATION CERTIFICATE PTe 07 ATEX 2056 X, Issue: 2 

Electrical Data 

Supply circuit 
(terminals 1+ und 2-) 

Sensor circuit 
(terminals 3 ... 7) 

Display-interface 

type of protection Intrinsic Safety Ex ia IIC 
only for connection to a certified intrinsically safe circuit 

Maximum values: 

Ui = 24 VDC 
h = 250 mA 
Pi = 1400 mW 
Ci = 5 nF 
Li = 2.75 I-IH 

or 

Ui = 17.5 VDC 
h = 380 mA 
Ci = 5 nF 
L = 2.75 I-IH 

resp. as a field device appropriate for connection to a field bus 
system according to the FISCO-model. 

type of protection Intrinsic Safety Ex ia IIC 

Maximum values: 

Uo = 
10 = 
Po = 

7.2 V DC 
25.9 . mA 
46.7 mW 

linear characteristic 

Ci = 5 nF 
Li negligibly low 

The relationship between the gas group and the permissible 
commonly occurring external reactances is shown in the 
following table. The effective internal capacity Ci shall be taken 
into account. 
(acc. ISPARK-6.2) 

Exia IIC liB IIA 
Lo 20mH 50 mH 100 mH 
Co 0.971-1F 4.61-1F 61-1F 

type of protection Intrinsic Safety Ex ia IIC 
only for connection to the display, types TID10-.. and OTID10-.. 
certified by EU-Type Examination Certificate PTB 08 ATEX 2007 

If the temperature head transmitter is operated with the display 
the EPL of the complete equipment is reduced to EPL Gb. 

The supply circuit is safely electrically isolated from the sensor circuit up to a maximum voltage 
of 30 V. 
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PIlB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

SCHEDULE TO EU-TYPE EXAMINATION CERTIFICATE PTa 07 ATEX 2056 X, Issue: 2 

Changes with respect to previous editions 

• Use of an alternative casting compound with other thermal characteristics 
• Update of the safety-related assessment 
• Supplementation of the electrical data 
• Supplementation of the specific conditions of use 
• Verification of compliance with the specified state of standards 
• Revision of the documentation 
• Update of the operating instructions manual 

(16) Test Report PTB Ex 20-29111 

(17) Specific conditions of use 

1. The product shall be protected against electrostatic charging. 

2. Optionally, only the display type TID10 certified under PTB 08 ATEX 2007, shall be 
connected to the display interface of the temperature head transmitter. The EPL of the 
complete equipment is then reduced to the EPL Gb. 

(18) Essential health and safety requirements 

Met by compliance with the aforementioned standards. 

According to Article 41 of Directive 2014/34/EU, EC-type examination certificates which have 
been issued according to Directive 94/9/EC prior to the date of coming into force of Directive 
2014/34/EU (April 20, 2016) may be considered as if they were issued already in compliance with 
Directive 2014/34/EU. By permission of the European Commission supplements to such EC-type 
examination certificates and new issues of such certificates may continue to hold the original 
certificate number issued before April 20, 2016. 

Braunschweig, June 12, 2020 
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PIlB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

(1) EU-Baumusterpriifbescheinigung 
(2) Gerc~Ue oder Schutzsysteme zur bestimmungsgemar..en Verwendung 

in explosionsgefahrdeten Bereichen - Richtlinie 2014/34/EU 

(3) EU-BaumusterprUfbescheinigungsnummer 

PTe 07 A TEX 2056 X Ausgabe:2 
(4) Produkt: 

(5) Hersteller: 

Temperatur Kopftransmitter iTEMP Typ TMT85, TMT84, OTMT85 und OTMT84 

Endress + Hauser Wetzer GmbH + Co. KG 

(6) Anschrift: Obere Wank 1,87484 Nesselwang, Deutschland 

(7) Die Bauart dieses Produkts sowie die verschiedenen zulassigen AusfUhrungen sind in der Anlage und den 
darin aufgefUhrten Unterlagen zu dieser BaumusterprUfbescheinigung festgelegt. 

(8) Die Physikalisch-Technische Bundesanstalt, notifizierte Stelle Nr. 0102 gemar.. Artikel 17 der Richtlinie 
2014/34/EU des Europaischen Parlaments und des Rates vom 26. Februar 2014, bescheinigt, dass dieses 
Produkt die grundlegenden Sicherheits- und Gesundheitsanforderungen fUr die Konzeption und den Bau 
von Produkten zur bestimmungsgemar..en Verwendung in explosionsgefahrdeten Bereichen gemar.. 
Anhang II der Richtlinie erfUIit. 

Die Ergebnisse der PrUfung sind in dem vertraulichen PrUfbericht PTB Ex 20-29111 festgehalten . 

(9) Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erfUlit durch Obereinstimmung mit 

EN lEe 60079-0:2018 EN 60079-11 :2012 

(10) Falls das Zeichen "X" hinter der Bescheinigungsnummer steht, wird auf besondere Bedingungen fUr die 
sichere Anwendung des Produkts in der Anlage zu dieser Bescheinigung hingewiesen. 

(11) Diese EU-BaumusterprUfbescheinigung bezieht sich nur auf Konzeption und PrUfung des festgelegten 
Produkts gemar.. Richtlinie 2014/34/EU. Weitere Anforderungen dieser Richtlinie gelten fUr die Herstellung 
und das Bereitstellen auf dem Markt. Diese Anforderungen werden nicht durch diese Bescheinigung 
abgedeckt. 

(12) Die Kennzeichnung des Produkts muss die folgenden Angaben enthalten: 

<G 111 G Ex ia IIC T6 ... T4 Ga bzw. II 2 G Ex ia IIC T6 ... T4 Gb 

o Braunschweig, 12. Juni 2020 
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(13) 

P'TB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

Anlage 
(14) EU-Baumusterprufbescheinigung PTB 07 ATEX 2056 X, Ausgabe: 2 

(15) Beschreibung des Produkts 

Der Temperatur Kopftransmitter iTEMP Typ TMT8x bzw. OTMT8x ist ein Zweileiter-Transmitter 
mit zwei Messeingangen. Er ubertragt gewandelte Signale von Widerstandsthermometern und 
Thermoelementen sowie Widerstands- und mV-Signale uber FOUNDATION Fieldbus ™ (TMT85, 
OTMT85) oder PROFIBUS PA® (TMT84, OTMT84). Das Gerat wird uber den FOUNDATION 
Fieldbus™ H1-Bus oder PROFIBUS PA® gespeist. 

Der Einsatz erfolgt innerhalb des explosionsgefahrdeten Bereiches. 

Optional kann das Display, Typ TID10 und OTID10, der EU-Baumusterprufbescheinigung 
PTB 08 ATEX 2007 verwendet werden. Der Einsatz erfolgt dann ausschlief1lich als Kategorie 2 
Betriebsmittel. 

Der Zusammenhang zwischen der Temperaturklasse, der Geratekategorie und den zulassigen 
Umgebungstemperaturbereichen ist der folgenden Tabelle zu entnehmen: 

Kategorie 1 Kategorie 2 
EPLGa EPLGb 

T6 -20°C ... 40 °C -40°C .. . 55°C 
T5 -20°C ... 50°C -40°C ... 70°C 
T4 -20°C ... 60°C -40°C ... 85°C 

Einsatz als Kategorie-1-Betriebsmittel (EPL Ga) 

Der Prozessdruck der Medien muss bei Anwendungen, die Kategorie-1-Betriebsmittel (EPL Ga) 
erfordern, zwischen 0,8 bis 1,1 bar liegen. Wird von diesen genannten Einsatzbedingungen am 
Sensor abgewichen, ist zu beachten, dass der Temperatur Kopftransmitter (auch im Storungsfall) 
keine hohere Erwarmung als 20 K an der Vergussoberflache aufweist und dass der sichere 
Betrieb der Anlage im Hinblick auf DruckelTemperaturen der verwendeten Stoffe dem Betreiber 
obliegt. 
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PTB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

Anlage zur EU-Baumusterprufbescheinigung PTB 07 ATEX 2056 X, Ausgabe: 2 

Elektrische Daten 

Versorgungsstromkreis 
(Klemmen 1 + und 2-) 

Sensorstromkreis 
(Klemmen 3 ... 7) 

Display-Schnittstelle 

in ZOndschutzart Eigensicherheit Ex ia IIC 
nur zum Anschluss an einen bescheinigten eigensicheren 
Stromkreis 

Hochstwerte: 

Ui = 24 VDC 
Ii = 250 mA 
Pi = 1400 mW 
Ci = 5 nF 
Li = 2,75 IJH 

bzw. 

Ui = 17,5 VDC 
Ii = 380 mA 
Ci = 5 nF 
L = 2,75 IJH 

bzw. als Feldgerat geeignet zum Anschluss an ein Feldbus­
System nach dem FISCO-Modell. 

in ZOndschutzart Eigensicherheit Ex ia IIC 

Hochstwerte: 

Uo = 
10 = 
Po = 

7,2 V DC 
25,9 mA 
46,7 mW 

Kennlinie linear 

= 5 nF 
vernachlassigbar klein 

Der Zusammenhang zwischen der Gasgruppe und den 
zulassigen gemeinsam auftretenden aul1eren Reaktanzen ist 
der folgenden Tabelle zu entnehmen. Die wirksame innere 
Kapazitat Ci ist hierbei zu beachten. 
(gem. ISPARK-6.2) 

Ex ia IIC liB IIA 
Lo 20 mH 50mH 100 mH 
Co 0,97 IJF 4,6 IJF 6 IJF 

in ZOndschutzart Eigensicherheit Ex ia IIC 
nur zum Anschluss an das Display Typ TID10-.. und OTID10-.. 
der EU-BaumusterprOfbescheinigung PTB 08 ATEX 2007 

Beim Betrieb des Temperatur Kopftransmitters mit dem Display 
reduziert sich der EPL des Gesamtgerates auf EPL Gb. 

Der Versorgungsstromkreis ist von dem Sensorstromkreis bis zum Hochstwert der Maximal­
spannung von 30 V sicher galvanisch getrennt. 
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PTB Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 
Nationales Metrologieinstitut 

Anlage zur EU-Baumusterprufbescheinigung PTB 07 ATEX 2056 X, Ausgabe: 2 

Anderungen in Bezug auf vorherige Ausgaben 

• Verwendung einer alternativen Vergussmasse mit anderen thermischen Eigenschaften 
• Aktualisierung der sicherheitstechnischen Betrachtung 
• Erganzung der elektrischen Daten 
• Erganzung der Besonderen Bedingung 
• Nachweis der ErfOllung des genannten Normenstandes 
• Oberarbeitung der Dokumentation 
• Aktualisierung der Betriebsanleitung 

(16) PrOfbericht PTB Ex 20-29111 

(17) Besondere Bedingungen 

1. Das Produkt ist vor elektrostatischer Aufladung zu schOtzen. 

2. Optional darf nur das mit PTB 08 ATEX 2007 baumustergeprOfte Display Typ TID10 an die 
Displayschnittstelle des Temperaturkopftransmitters angeschlossen werden. Der EPL des 
Gesamtgerates reduziert sich dann auf den EPL Gb. 

(18) Grundlegende Sicherheits- und Gesundheitsanforderungen 

ErfOIlt durch Obereinstimmung mit den vorgenannten Normen. 

Nach Artikel 41 der Richtlinie 2014/34/EU dOrfen EG-BaumusterprOfbescheinigungen nach 
Richtlinie 94/9/EG, die bereits vor dem Datum der Anwendung von Richtlinie 2014/34/EU 
(20. April 2016) bestanden, so betrachtet werden, als wenn sie bereits in Obereinstimmung mit 
der Richtlinie 2014/34/EU ausgestellt wurden. Mit Genehmigung der Europaischen Kommission 
dOrfen Erganzungen zu solchen EG-BaumusterprOfbescheinigungen und neue Ausgaben solcher 
Zertifikate weiterhin die vor dem 20. April 2016 ausgestellte originale Zertifikatsnummer tragen. 

Konformitatsbewertungsstelle, Sektor Explosionsschutz Braunschweig, 12. Juni 2020 
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