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CERTIFI ATE OF CONFORMITY
Cert No. GYJ22.1033X
Manufacturer Endress + Hauser Wetzer GmbH + Co. KG
(Address: Obere Wank 1, 87484 Nesselwang, Germany)
Product Temperature Trapsmitter (DIN rail)
Model TMT121/127/128 Series
Ex marking Ex ia IIC T4~T6 Ga/Gb

Product standard /
Drawing number 14 10 00 000

The product was found to comply with the following standard(s):
GB 3836.1-2010,GB 3836.4-2010,GB 3836.20-2010

Valid until: 2027.02.28

Remarks 1.Conditions for safe use are specified in the attachment(s) to this certificate.
2.Symbol "X'" placed after the certification number denotes specific conditions of use, which
are specified in the attachment(s) to this certificate.
3.Model designation is specified in the attachment(s) to this certificate.
4.Intrinsic safety parameters specified in the attachment(s) to this certificate.
5.This certificate is also applicable for the product with the same type manufactured by
Endress+Hauser Wetzer(Suzhou) Co.,Ltd.(address:No.31 JiangTianLiLu, Suzhou Industrial
Park).
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This Certificate is valid for products compatible with the documents and samples approved by NEPSI.
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(GYJ22.1033X) (Attachment I )

Attachment I to GYJ22.1033X

1. Description

TMT121/127/128 series Temperature transmitter (DIN rail), manufactured by Endress+Hauser Wetzer GmbH +
Co.KG, accords with following standards:

(GB3836.1-2010 Explosive atmospheres-Part 1: Equipment-General requirements

(GB3836.4-2010 Explosive atmospheres-Part 4: Equipment protection by intrinsic safety“"
(GB3836.20-2010 Explosive atmospheres-Part 20: Equipment with equipment protection level (EPL) Ga
The Ex marking is Ex iaIL C T4~T6 Ga/Gb, its certificate number is GYJ22.1033X.

Type approved in this certificate is shown as the following:

TMT121-10

TMT127-10

TMT128-13

O indicates type of connection, sensor, meauring range and etc.

Refer to instruction manual for the details.

2. Special Conditions for Safe Use

The suffix “X" placed after the certificate number indicates that this product is subject to special conditions for
safe use, that is:

When using this head type product, it shall be installed in ttie enclosure which IP degree is at least IP20
according to GB/T 4208-2017, and meet the relative requirements of GB3836.1-2010 and GB3836.4-2010.

3. Conditions for Safe Use
3.1 The relationship between ambient temperature range and the temperature class is shown as follows:

Temperature class T4 T5 T6

Ambient temperature range -40C~+85C -40°C~+65C -40'C~+50C

3.2 This product should be used in explosive gas atmospheres together with approved associated apparatus,
follow the instruction manual of this product and associated apparatus when connecting the wiring. Connect the
wiring terminals correctly.
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3.3 Intrinsically safe parameters:

Power supply [1(+), 2(-)] | Ui=30V  li=100mA Pi=750mW Ci=0 Li=0
Uo=4.4V 10=9.6mA Po=10.6mW
o IC 1B
Sensor circuits [3, 4, 5, 6] Co 2.40F 120F
Lo 100mH 100mH

3.4 The user shall not change the configuration in order to maintain/ensure the explosion protection performance

of the equipment. Any change may impair safety.

3.5 For installation, use and maintenance of this product, the end user shall observe the instruction manual and

the following standards:

(GB3836.13-2013 "Explosive atmospheres- Part 13:Equipment repair, overhaul and reclamation”.
(GB3836.15-2017 “Explosive atmospheres- Part 15:Electrical installations design, selection and erection”.
GB3836.16-2017 “Explosive atmospheres- Part 16:Electrical installations inspection and maintenance”.

(GB3836.18-2017 “Explosive atmospheres- Part 18: Intrinsically safe electrical system”. .
GB50257-2014 "Code for construction and acceptance of electric device for explosion atmospheres and ﬁrejg

hazard electrical equipment installation engineering”.

4. Manufacturer's Responsibility

4.1 Conditions for safe use and special conditions for safe use, as specified above, should be included in the

documentation the user is provided with.

4.2 Manufacturing should be done according to the documentation approved by NEPSI.
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