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Manufacturer

Product

Model
Ex marking
Product standard

Drawing number
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Cert No. GYJ22.1942U
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ON PROTECTION
TE

CONFORMITY

Endress + Hauser Wetzer GmbH + Co. KG
(Address: Obere Wank 1, 87484 Nesselwang, Germany)

Active Barrier

RN22/RIN42 Series
Ex ec lIC Ge

/

CAE000168-XXXXX-600,CAE000168-XXXXX-620,
CAE000201-XXXXX-600,CAE000201-XXXXX-620

The product was found to comply with the following standard(s):
GB/T 3836.1-2021,GB/T 3836.3-2021

Valid until: 2027.08.29

Remarks 1.Conditions for safe use are specified in the attachment(s) to this certificate.
2.Safe parameters specified in the attachment(s) to this certificate.
3.This certificate is also applicable for the product with the same type manufactured by
Endress+Hauser Wetzer(Suzhou) Co.,Ltd.(address:No.31 JiangTianLiLu, Suzhou Industrial

Park).
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This Certificate is valid for products compatible with the documents and samples approved by NEPSI.

103 Cao Bao Road

Shanghai 200233, China

http://www.nepsi.org.cn Tel: +86 21 64368180
Email: info@nepsi.org.cn Fax: +86 21 64844580
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(GYJ22.1942U) (Attachment I )
Attachment I to GYJ22.1942U

1. Description
RN22/RN42 series Active Barrier (Non-intrinsic safety associated apparatus) , manufactured by Endress it
Hauser Wetzer GmbH + Co. KG, accords with following standards:

GB/T 3836.1-2021 Explosive atmospheres-Part 1: Equipment-General requirements

GB/T3836.3-2021 Explosive atmospheres-Part 3: Equipment protection by increased safety“e”
The Ex markings is Exec II C Ge, its certificate number is GYJ22.1942U.

2. Conditions for Safe Use
2.1 Ambient temperature: -40°C ~+60°C.

2.2 Electrical Data:

Supply RN22
Terminal 1.1(+),1.2(-) U=24VDC (-20%/+25%)
Um=250V
Supply RN42
Terminal 1.1(L/+),1.2(N/-) U=24VDC~230VDC (-20%/+10%) 50/60 Hz
Um=250V

Output circuit;

terminal 3.1 (+),32(-)  [=0~22mA Output signal range (underrange / overrange)

terminal 2.1 (+),22(-) 0~20mA/4~20mA Function range, output signal
U=17.5V(%5%) Open-circuit voltage, active mode
12~30V External voltage, passive mode

Um=30V
Input circuit:

Connection 2-wire (active)

RN22:

terminal 4.1 (+), 4.2 (-) [=0~22mA Input signal range (underrange / overrange)
terminal 6.1 (+), 6.2 (-) 0~20mA/4~20mA  Function range, input signal

RN42: U=17.5vV 1V Transmitter supply voltage (at 20 mA)
terminal 4.1 (+), 4.2 (-) 24V (£5%) Open-circuit voltage
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(GYJ22.1942U) (Attachment ] )
Connection 4-wire (passive)

RN22:

terminal 4.2 (+), 5.1 (-) u<rv Input voltage drop signal (at 20 mA)
terminal 6.2 (+), 5.2 (-) for 4-wire connection

RN42:

terminal 4.2 (+), 4.3 (-)

2.3 Keep tight when the circuit is alive in explosive environment.
2.4 The product must use the enclosure with degree of protection not less than IP54 and in accordance with GB/T
3836.1 requirements.

2.5 For installation, use and maintenance of this product, the end user shall observe the instruction manual and
the following standards:

GB/T 3836.13-2021 “Explosive atmospheres- Part 13:Equipment repair,overhaul,reclamation and modification”.
GBIT 3836.15-2017 “Explosive atmospheres- Part 15:Electrical installations design, selection and erection”.
GBI/T 3836.16-2017 “Explosive atmospheres- Part 16:Electrical installations inspection and maintenance”.
GB50257-2014 “Code for construction and acceptance of electric equipment on fire and device for
explosion hazard electrical installation engineering”.

GB15577-2018 “Safety regulations for dust explosion prevention and protection”.

3. Manufacturer's Responsibility

3.1 Conditions for safe use and special conditions for safe use, as specified above, should be included in the
documentation the user is provided with. —
3.2 Manufacturing should be done according to the documentation approved by NEPSI.
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