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CERTIFICATE 
EC-Type Examination 
Equipment and protective systems intended for use in 
potentially explosive atmospheres - Directive 94/9/EC 

EC-Type Examination Certificate Number: DEKRA 11ATEX0034 X 

Equipment: Surge suppression device Type HAW569-CB2C 

Manufacturer: Endress+Hauser Wetzer GmbH+Co. KG 

Address: Obere Wank 1, 87484 Nesselwang, Germany 

This equipment and any acceptable variation thereto is specified 

Issue Number: 1 

documents therein referred to. d1#td~~ 

DEKRA Certification B.v., notified body number 0344 in 
of 23 March 1994, certifies that this equipment has h""' '-?-_'FM :, ,;,'r V 

Requirements relating to the design and constru 
potentially explosive atmospheres given in An 

The examination and test results are reC,Qn~e_CI ~II) 'cO 
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This EC-Type Examination 
according to the Dire~ti~~ 
supply of this equipment. 
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This certificate is issued on 5 May 2011 :nd, Is lar~~$ 
presumption of conformity of (one of) the standafds mEt 
the European Union. 

ification B.V. 
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© Integral publication of this certificate and adjoining reports is allowed. This Certificate may only be reproduced in its entirety and without any change. 
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All testing, inspection, auditing and certification activities of the former KEMA Quality are an integral part 
of the DEKRA Certification Group 

DEKRA Certification B.V. Utrechtseweg 310, 6812 AR Arnhem P.O. Box 5185, 6802 ED Arnhem The Netherlands 
T +31 263562000 F +31 263525800 www.dekra-certification.com Registered Arnhem 09085396 



1> DEKRA 

(13) SCHEDULE 

(14) to EC-Type Examination Certificate DEKRA 11ATEX0034 X Issue No. 1 

(15) Description 

Surge suppression device Type HAW569-CB2C, used for overvoltage protection. 

Ambient temperature range : -40 °C to +70 °C for temperature dass T6 
-40 °C to +80 °C for temperature dass T5 

Electrical data 

Rated voltage ... .... . ........ .... . 230 V (Power circuit) 
24 V (Telecommunication 1 signalling circuit) 

Installation instructions 

The instructions provided with the equipment shall be foliowed in detail to assure safe operation. 

(16) Test Report 

No. NL/DEKIExTR11 .0017/**. 

(17) Special conditions for safe use 

The ambient temperature range of the equipment is as indicated under the description (15) above. 

The free end of the permanently connected field wiring is to be connected in an appropriate way 
in a suitable Ex d junction box. 

(18) Essential Health and Safety Requirements 

Covered by the standards listed at (9) . 

(19) Test documentation 

As listed in Test Report No. NL/DEKIExTR11 .0017/**. 
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