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• CAT430

•

• CA71xx

( “ ”)

230 V AC 50/60 Hz 500 VA

30 mA ( GFCI)

> 20 m (66 ft)

15 VA / m (4.5 VA / ft) 230 V AC 50/60 Hz

( )

a0007144

1 6

2 7

3 8

4 Y 9

5

A ( )1)

1) 1 x 1.5/3 mm (0.06/0.12 inch) PTFE ( )  

1 x 2/4 mm (0.08/0.16 inch) PE ( )

B ( PE 4.5 m (15 ft) )
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240 V AC

7

8
24 V AC

24 V

T T T

1 10 19

2 11 T5 20

3 24 V 12 21

4 24 V 13 T1 22

5 24 V 14 23 PE

6 24 V 15 24 PE

7 16 25 PE

8 17 26 PE

9 T2 3 18
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( )

250 ml/h (0.07 gal/hr)

450 ml/h (0.12 gal/h)

max. 20 m (66 ft)

max. 100 m (330 ft)

(> 0.1 μm)

1...2

pH 1.5...12

2...6

PTFE 3

PE 6
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a0007152

1 30 x 8 mm (1.18 x 0.31")

2 50 x 30 x 3 mm (1.97 x 1.18 x 0.12")

3 G1¼ D25

4 R1¼

5 G1¼ Pg 7

6 M10

a0007153

7 G1

8 48 x 33 x 2 mm (1.89 x 1.30 x 0.08")

9 60 x 8 mm (2.36 x 0.31")

10 30 x 8 mm (1.18 x 0.31")

11

50 x 30 x 3 mm (1.97 x 1.18 x 0.12")
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–20...40 °C (-4...100 °F)

 0...95 %

IP 54

5...40 °C (40...100 °F)

a0007160
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( )

a0007375 a0007376

Ø48 (1.89) ...

60 (2.36) M8

mm (inch)

15 kg (33 lbs)

CAT430-A1A*A4A 16 kg (35 lbs)

1 kg (2.2 lbs)

18 kg (40 lbs)

CAT430-A1A*A4A  

ASTM D 635 UL 94-VO

PVC PAN 1)

1) PAN

1.4301 (AISI 304)
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• (1)

- 4.5 m (14.8 ft) 24 V AC

- (4 )

- (2 ) 44...49 mm (1.73...1.93 inch) M8

- (1 )

•

- (1 ) PE 10/8 mm (0.31/0.39 inch) 2.5 m (8.2 ft)

- PE (1 ) 4/2 mm (0.16/0.08 inch) 2.5 m (8.2 ft)

- PVC (1 ) 4/2 mm (0.16/0.08 inch) 2.0 m (6.7 ft)

- PVC (1 ) 6/4 mm (0.24/0.16 inch) 4 m (13.1 ft)

- (1 )

- (1 )

- (1 )

- (1 )

- 4-1/8 inch (1 )

- 4 mm (0.16 inch) (1 )

- (1 ) 4 mm / 3 mm

• (1 2 ) ( )

• (1 ) ( )

• (1 ) PE 4/2 mm (0.16/0.08 inch) 20 m (66 ft) (

)

• (1 )

• (1 ) BA00338C

• (1)

- 4.5 m (14.8 ft) 24 V AC

- (4 )

- (2 ) 44...49 mm (1.73...1.93 inch) M8

- (1 )

•

- (1 ) PE 10/8 mm (0.31/0.39 inch) 2.5 m (8.2 ft)

- PE (1 ) 4/2 mm (0.16/0.08 inch) 2.5 m (8.2 ft)

- PVC (1 ) 4/2 mm (0.16/0.08 inch) 2.0 m (6.7 ft)

- PTFE (1 ) 3/1.5 mm (0.12/0.06 inch) 2.5 m (8.2 ft)

( > 20 m (66 ft))

- (1 )

- 4 mm (1 )

- 4 mm (1 ) 200 mm

- (1 )

- (1 )

- 4-1/8 inch (1 )

- 4 mm (0.16 inch) (1 )

- (1 ) 4 mm / 3 mm

• (1 2 ) ( )

• (1 ) ( )

• (1 ) PE 4/2 mm (0.16/0.08 inch) 20 m (66 ft) (

)

• (1 )
• (1 ) BA00380C
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•
- 1.50 m (4.9 ft)

- 51511353

•
-  1.80 m (5.9 ft)

- 51511354

•
- 1.50 m (4.9 ft)

- 51511373

•
- 1.80 m (5.9 ft)

- 51511374
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CAT430

•

• 51509236

• ( 2 )

• 51511355

• 1 2
• 500 x 400 x 50 mm (19.7 x 15.8 x 1.97 inch)

• 51512477

CAT430

•

• 51509225

a0007159
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CAT430-*****4

•

•

- PVDF

- 1.4571 (AISI 316Ti) 

• 51509332

a0000946

A ID 1.6 mm (0.06")

B ID 1.6 mm (0.06")

C

•

•

- 

- PVC

- 

- 

- 

- 

• 71039524
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